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MAINTENAN_CE AREA %a] American Revolution Deluxe Full Cutoff LED
]-S"(iAzLOEO.‘ N 2 Series ARDCL

PRODUCT OVERVIEW

N

SERIES ARDCL Features:
 Long-life platform: both the LED light engine and electronic multi-volt driver
o : (120-277V) are rated

NOTES: G \ *100,000 hrs at 25°C ambient (per LM-80)
- \ ™ « Surge protection device (standard) exceeds ANSI C62.41 Category C1 criteria

oy (surge tested at 20kV/10kA)
CONSISTENT WITH THE GUIDELINES OUTLINED IN THE TOWN OF g . . i
SOUTHAMPTON LIGHTING CODE, THE OVERALL LIGHTING CONCEPT FOR THE W E ,.,\;'7 l\ R . R PCLL opions)compleswis NS 13 0 erte
HILLS AT SOUTHAMPTON IS ONE OF SUBTLETY AND SAFETY. A COMBINATION | * Downward lumens exceed that of a typical 150W HPS platform
OF LOW-VOLTAGE LED, FULLY SHIELDED POLE -MOUNTED DOWN LIGHTS, 8 | \ +3K, 4K and 5K CCT choices
PATH AND BOLLARD LIGHTS, BUILDING MOUNTED DOWN LIGHTS, AND * CSA listed at 30°C
SIGNAGE LIGHTING WILL PROVIDE APPROPRIATE LIGHTING IN KEY AREAS SO
AS TO CREATE A SAFE COMMUNITY, WHILE STILL MAINTAINING THE
NATURAL QUALITY OF THE SURROUNDING PINE BARRENS ENVIRONMENT. \

IN COMPLIANCE WITH THE TOWN OF SOUTHAMPTON CODE ARTICLE XXIX,

avoy _ A3NNIdS

Applications:
OUTDOOR LIGHTING, STREET LIGHTING THROUGHOUT THE COMMUNITY IS S Streetscapes
TO BE AT MINIMAL LEVELS. INTERSECTIONS AND AREAS OF VEHICULAR \Ff‘fm:y";
CONFLICT MAY HAVE DOWN LIGHTING AND TRAFFIC SIGNAGE LIGHTING ON

Parks
TIMERS FOR SAFE INTERSECTIONS DURING EARLY EVENING USE. AS PER THE

TOWN OF SOUTHAMPTON ILLUMINATION LIMITS, THE AVERAGE
FOOTCANDLE (FC) LEVELS ARE NOT TO EXCEED 0.4 FC. COMMUNITY
SIDEWALKS AND TRAILS WILL HAVE PERIODIC DOWN LIGHTING AND PATH
LIGHTS ON TIMERS, INCLUDING SAFETY LIGHTING AT ROAD CROSSINGS. AT
POINTS OF ROADWAY AND PEDESTRIAN CONFLICTS A MINIMUM OF 0.3 FC
WILL BE MAINTAINED AS PER ANSI STANDARDS.
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THE ENTRY, THE GATEHOUSE IS PROPOSED TO HAVE SHIELDED DOWN
LIGHTS MOUNTED TO THE BUILDING, AS WELL AS POLE MOUNTED
VEHICULAR LIGHTS, PATH AND POSSIBLY BOLLARD LIGHTS TO PROVIDE
SUFFICIENT LIGHTING TO SAFELY ANNOUNCE THE ENTRY AND FOR THE
GUARDS TO IDENTIFY APPROACHING VEHICLES. LIGHT TRESPASS OFF OF
THE PROJECT SITE WILL NOT BE PERMITTED.

THROUGHOUT THE CLUBHOUSE AREA, SHIELDED POLE AND BUILDING
MOUNTED DOWN LIGHTS AND PATH LIGHTS WILL PROVIDE LIGHTING FOR
USERS TO SAFELY MOVE THROUGHOUT THE CLUB FACILITIES AS WELL AS FOR
USES SUCH AS OUTDOOR DINING AND POOL AREA USE. ADDITIONALLY,

Effective Projected Area (EPA)
The EPA for the ARDCL 1.35 sq. ft.

P5 or P7 option total height is 24.9 (633)

POOLS AND SPAS WILL INCLUDE UNDERWATER LIGHTING FOR NIGHT TIME Roprox Wi =391bs Al dimensions areinches(milimetes)unlss oterwise note

USE.

MINIMAL DOWN LIGHTING WILL MARK HOMESITE DRIVEWAYS AND/ OR AELQ'T‘”
STREET NUMBER SIGNS AND WILL BE CONTROLLED EITHER BY TIMERS OR American Revolution Deluxe Full Cutoff LED Series - ARDCL LED Lighting

MOTION SENSORS. EACH HOMESITE WILL BE REQUIRED TO FOLLOW THE
LIGHTING STANDARDS INCLUDED IN THE HOMEOWNERS DESIGN
GUIDELINES, WHICH WILL BE CONSISTENT WITH THE TOWN CODE AND THE
CONCEPTS DESCRIBED ABOVE.

POTENTIAL LIGHTING FIXTURE

THE GOLF COURSE WILL HAVE MINIMAL LIGHTING FOR SAFETY AND
SECURITY AT THE COMFORT STATIONS, AND PRACTICE RANGE TEE AREA AND
MINOR LIGHTING AT A FEW ADDITIONAL AREAS.

THE MAINTENANCE AREA WILL HAVE, POLE AND BUILDING SHIELDED DOWN
LIGHTING AND WELL AS PATH AND BOLLARD LIGHTING TO ALLOW FOR SAFE
USE DURING HOURS OF DARKNESS. LIGHTING SHALL BE COMPLIANT WITH
THE TOWN CODE AS TO LIGHTING OF PARKING AREAS.

ENTRANCE GATE HOUSE
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